Matsusaka
Driven by HONDA marine engine

LIFE EXTENDING TYPE

with Gasoline engine for Sea Water Application
(Transfer - High Pressure)

=

_OAIl Stainless Fittings !

OZinc contained drain cap for preventing

Galvanic corrosion!

| ORust Prevention device on Hose Joint &

| Hose Clamp Band.
|
|

©Galvanized Rollover Frame.

Max Head : 75m
For washing of a fishing net, etc... BAISEISERER.C SN

Q P-205S/Marine t weight :27.0kg

HONDA GX160
(Marie & Outboard)

RS

For circulation of a fishpond,etc...

QP-303/Marine

Max Head : 32m
Max Capa. : 10002/m
Net weight : 29.0kg

Max Power : 4.8ps/3600rpm

[=»] MATSUSAKA ENGINEERING CO., LTD.




IFeaturesfof{QPIgasolinelenginespumps)foriseaiwater)application

% Thid model has amazing features as follows.

Gasoline engine

Pump body & HONDA GX160
outlet | inlet (Marine & Outboard)

(ADC made)

Galvanized Frame

All Stainless Fittings

Alminium drain cap
with zink stick

iFeatures)HONDAYGXi 60lcustomized)for)seaswater use

Chrome plated Controll Assy Double coated tank SUS 436S made muffler Chrome plated
head cover

Manufactured by: (" Distributed By:

MATSUSAKA ENGINEERING CO., LTD.
http://www.qp-pump.com EI

Head 23, Kanda-Matsunaga cho, Chiyoda ku, Tokyo, Japan
Office TEL: +81-3-3257-6130 FAX: +81-3-3257-6129

Plant 2155, Nonaka, Taki cho, Taki gun, Mie-pref, Japan
TEL: +81-598-39-3211 FAX: +81-598-39-3131

CTG NO.WESHG1803 /




